
Bulletin N° Description Date/year Units (serial N°) concerned by modification

207.7.0.0102 Increase of the AK-14P carburetor service life to 3,000 hours. 1977-07-01 all concerned

207.7.0.0112 Supplement to the M-14P Aircraft Engine Operating Manual, document 14000300 IE. 1977

207.8.0.0122 Extension of the storage life of AK-14P carburetors. 1978 all concerned

207.8.0.0132 Extension of the storage and operating life of AK-14P carburetors. 1978 all concerned

207.8.0.0152 Increase of the assigned service life of the M-14P engine to 1,500 hours. 1978 all concerned

207.8.0.0162
Revision of the M-14P Aircraft Engine Operating Manual concerning the inspection and cleaning intervals for the 
air filter when performing scheduled maintenance on the AK-14P carburetor.

1978

066.8.0.6494-IK Production of the M-9F magneto as a replacement for the M9-25M magneto. 1978-06-01 all concerned

207.9.0.0192 Revision of the Engine Operating Manual. 1979

207.9.0.0212 Operation of the M-14P engine with the M-9F magneto. 1979 all concerned

207.9.0.0223 Change to the assembly requirements for the valve-gear assembly during repair. 1979-01-01 all

207.9.0.0233 Supplement to the AK-14P carburetor repair procedures following the introduction of design changes. 1978-05-01 all concerned

207.9.0.0244 Production of M-14P engines equipped with M-9F magnetos instead of M9-25M magnetos. 1979 up to 811001

207.9.0.0252 Increase of the service life of AK-14P carburetors to 2,000 hours. 1979-02-01 all concerned

207.9.0.0262 Replacement of the pin-type supercharger drive coupling when it shears. 1979 all

207.9.0.0271
(Supplement to Bulletin No. 207800141.) Inspection of the leak-tightness of the fitting connection in the cylinder 
intake pipe.

1979 441001-731001

207.9.0.0284 Design changes incorporated into M-14P engines during serial production between January and May 1979. 1979 all concerned

207.9.0.0293 Installation of the M-9F magneto during repair. 1979 up to 811001

207.9.0.0304 Design changes incorporated into M-14P engines during serial production from June 1979 to November 1979. 1979 all concerned

207.9.0.0313 Magnetic-particle inspection of the bushings of the rear crankshaft counterweight during repair. 1979 all

207.9.0.0323
Replacement, in individual AK-14P carburetor spare parts kits, of the suction jets Ø 1.90 mm with tested ones 
marked "190"

1979
911005, 91015, 911017, 911020-911027, 911036-911041, 921002, 
921004, 921007, 921008, 921010, 921014, 921020-921024, 921027

207.9.0.0343 Repair of cylinders fitted with bimetallic exhaust-valve seats. 1979 up to 731001

207.1.0.0039.3 Inspection of the groove of tappet 14-709-04 during repair. 1981-05-07 up to 031001

207.1.0.0491 Inspection of bushing 14-004-160SB on M-14P engines. 1981
031003, 031004, 031005,031007, 031008, 031026, 031028, 031030, 
031031, 031032, 231035, 541012, 711043, 511024, 511013, 511025, 
741042, 711035



207.2.0.0053.5 Repair of the tachometer drive housing 14-611-27. 1982 up to 921001

207.2.0.0054.5 Clarification of deflector repair procedures. 1982 all concerned

207.2.0.0055.5 
Inspection of the wall thickness of the oil supply channel to the speed governor in the reductor housing during 
repair.

1982 up to 341001

207.2.0.0056.5
Replacement during repair of assembled propeller shafts 14-010-220 made of 40KhN2MA-SH steel in 
accordance with TU 14-1-658-73.

1982 all

207.2.0.0057.2 Replacement of the supercharger friction clutch with an elastic clutch during repair. 1982 up to 631001

207.2.0.0059.5 Revision of the Engine Repair Manual. 1982

066.4.0.0731.5 Introduction of repair procedures for AK-50A and AK-50A1 compressors into the Engine Overhaul Manual. 1983 all concerned

207.3.0.0060.4 Design changes incorporated into M-14P engines during serial production between June and December 1981. 1983 all concerned

207.3.0.0061.3 100% replacement of adjusting washer 14-211-43 with reinforced adjusting washer 14-611-236. 1983 up to 911001

207.3.0.0062.2 Modification of cylinders 14-604-39 and 14-004-80 for the cylinder retaining nuts. 1983 up to 231001

207.3.0.0063.3 
Replacement, during engine repair, of stud 00-601-01 securing the intake manifold to the crankcase with stud 14-
601-139.

1983 up to 231049

207.3.0.0064.5  Revision of the Engine Repair Manual. 1983

207.3.0.0065.2 
Replacement of spring washer 14-311-24 on engines manufactured in Q2 1981, and one-time inspection of spring 
washer 14-311-24 on engines manufactured in Q1 1981.

1983 121006-121012, 121014-121027, 121029-121030

207.3.0.0066.2 Leak-proof inspection of the fitting connection in the cylinder intake pipe. 1983 up to 041001

207.3.0.0068.3 Modification of tappet 14-709-04 during engine repair. 1983 up to 221025

207.4.0.0069.4 Revision of the Engine Operating Manual.

066.4.0.0727.3
Installation of AK-50A and AK-50A1 superchargers instead of AK-50T and AK-50T1. Modification of AK-50T and 
AK-50T1 units to AK-50A and AK-50A1 configuration during overhaul.

1983-06-01 all concerned

515-BD-G Inspection of the intake-valve locks 14-04-529. 1983-12-01 141039-141046 incl.

500-BD-G Additional flanging of the starting tube of cylinder No. 1 during operation and overhaul. 1984-02-21 up to 131001

513-BR-G AK-50 Repair Manual revision. 1985-12-16

555-BD-G Inspection of gear 14-611-235 on engines manufactured in Q2 and Q3 1984. 1986-06-09 all concerned

566-BD-G Inspection of gear 14-611-235 on engines undergoing repair. 1986-09-30 all

564-BR-G
Installation, during repair of Series I engines, of steel gas-sealing piston ring 14-605-122 in the upper piston-ring 
groove.

1987-04-08 all Series I

207.7.0.0085.3 Installation of master connecting rod 14-606-23 instead of 14-606-27. 1987-06-12 up to 632001

207.8.4.0091.5 Introduction of a leak-tightness check of the seal beneath the fitting of the cylinder intake pipe. 1988-01-04 up to 821001



207.8.4.0092.2 Replacement of gasket 14-04-560 with gasket 10-04-16 beneath the fitting of the cylinder intake pipe. 1988-01-04 up to 821001

207.8.4.0093.5
Introduction of intermediate needle-bearing washer 14-610-492 into the reduction-gear planetary assembly, 
replacing 15-60-102.

1988-02-10 up to 512001

207.8.0.0101.3 Replacement of studs 00-01-515 with reinforced studs 00-01-531 securing the lower bushing of the rear cover. 1988-03-02 up to 211001

592-BD-G Additional identification of the serial numbers of engines manufactured in 1984 by adding the letter “A”. 1988-04-01 all concerned

584-BR-G
Introduction of reinforced stud 14-601-140 instead of 00-01-506 on the front crankcase, together with calibrated 
torque tightening of the reduction-gear mounting nuts.

1988-04-04 up to 632001

207.3.0.0104.2 Replacement of reduction-gear mounting stud 00-01-506 with reinforced stud 14-601-140. 1988-05-18 up to 632001

207.1.0.0124.5(586-BR-В)
Installation of rear-cover bevel gears with ground teeth; supercharger drive gears with 25° tooth engagement and 
ground teeth; and a cam washer and intermediate valve-gear shaft with 25° tooth engagement.

1991-04-02 engine produced before 1/1/88


